July 15, 1975 


@ TESTED & APPROVED SEALANTS 
BASED ON THIOKOL LP® LIQUID POLYSULFIDE POLYMERS 


(This list cancels and supersedes list dated December 15, 1973) 


All the products listed here conform to Thiokol’s 
Building Trade Performance Specification 


SEAL' OF SECURITY 


TESTED* 
AND 
APPROVED 
SEALANT 
BASED 


*The manufacturer warrants by affixing this label that 
this product is a duplicate of materials independently 
tested and approved by, and in accordance with stand- 
ards established by Thiokol Corporation 


The products which qualify for Thiokol’s national licensing program have been formu- 
lated by participating sealant manufacturers to meet the most demanding perform- 
ance standards ever established for any building sealant. These standards are 
an extension of the pacesetting, professionally accepted requirements set by 
American National Standards Institute and Federal Government specifications. 


Thtonro€ Us CHEMICAL DIVISION @ P.O. Box 1296, Trenton, New Jersey 08607 


® LP is a registered trademark of Thiokol Corporation 
t The seal is a registered certification mark of Thiokol Corporation 
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Tested and Approved Sealants 


To qualify for the Thiokol Seal of Security, and to retain its use, manufacturers periodically submit their polysulfide base 
sealants to Thiokol’s sealant laboratory for testing. These samples come directly from production runs and also from 
randomly selected job sites around the country. Sampling is done regularly so as to adequately police product quality 
for you, the manufacturer and for Thiokol. Periodically a list of Tested and Approved Sealants is published incorporating 
any revisions, additions and deletions determined in the most recent laboratory testing program. 


Tests conducted in Thiokol’s sealant laboratories cover all of the characteristics which influence the overall perform- 
ance of a dynamic sealant. In the labs, products are identified only by number to assure complete objectivity. Thus 
you can be assured that participating sealant manufacturers are marketing products which have been formulated to 
meet the most demanding performance standards ever established for any type of building sealant. 


The mark of success for any program such as this is, of course, performance. Since the Seal of Security Program was 
instituted, not one properly applied Tested and Approved Sealant has been known to fail on the job. You, the manu- 
facturer, and Thiokol Corporation can ask for nothing more. 


All the products listed conform to Thiokol’s 
Building Trade Performance Specifications 


The sealants have been evaluated in tests on aluminum, glass and concrete surfaces, and approval is based on the use 
of a primer, where indicated. When the sealant is to be used with other materials, the sealant manufacturer should be 
consulted for specific recommendations regarding the need for a primer and/or other surface preparation requirements. 


Type | Class B Sealants as listed in Table | are general purpose non-sag building sealants for use on vertical surfaces. 


Type | Class A Sealants as listed in Table II are general purpose self-leveling building sealants for use on horizontal 
surfaces. These sealants are not recommended for use where traffic may occur but are used to seal joints 
around the base of buildings where their self-leveling properties facilitate the sealing of horizontal joints. 


Class B Sealants as listed in Table III are non-sag deck sealants for use on vertical and horizontal surfaces in 
and around patio decks, sidewalks and floor joints where the higher hardness and modulus will resist damage 


from traffic. 


Class A Sealants as listed in Table IV are self-leveling deck sealants for use on horizontal surfaces in and 
around patio decks, sidewalks and floor joints where the higher hardness and modulus will resist damage 


from traffic. 


One part building sealants as listed in Table V are general purpose non-sag building sealants for use on vertical 


surfaces. 


Table | 


Two-Part Building Sealants for Vertical Surfaces and Non-Traffic Bearing Horizontal Surfaces 


(Type | [20-35 Shore A] 


SUPPLIER’S HOME OFFICE 


T1S1 White, T1S2 Black, 
T1S3 Gray, T1S4 Lt. Gray, 
T1S5 Tan, T1S6 Beige, 

T1S7 Ivory, T1S8 Limestone, 
T1S9 Special Color 


Class B: Non-Sag) 


APPROVED 
PRODUCT 


Chester Chemical Corp. 

3210 Helms Avenue 

Los Angeles, California 90034 
213/559-3400 


MP-1 for concrete 
AP-1 for aluminum and glass 


WEATHER SEAL 
S-500 


Churchill Chemical Corp. 
3137 E. 26th Street 

Los Angeles, California 90023 
213/269-0461 


#3C60 on concrete 


Gray, Black, Neutral, 
#3C-3001 for glass and aluminum 


CHURCHILL 
3C-50 Aluminum, Tan 


700 (White) 
701 (Tan & Special Colors) 
711 (Gray), 720 (Brown) 

723 (Bronze & Special Colors) 
730 (Aluminum) 

761 (Black) 


DAP, Inc. 
Box 277 

Dayton, Ohio 45401 
512/253-7151 


Use Flexiseal Primer No. 830 


FLEXISEAL® for concrete 


Essex Chemical Corp. 
Coast Pro-Seal Division 
19451 Susana Rd. 
Compton, California 90221 
213/636-0851, 0861 


Eastern Facility: 

1 Crossman Rd., South 
Sayreville, N.J. 08872 
201/727-2100 


Ultratite 977 for concrete and 
masonry surfaces 

Ultratite 979 for concrete and 
porous surfaces—subject to heavy 
moisture or intermittent immersion 


Gray, Tan, Black, Limestone, 
Concrete Gray, Bronze, White, 
Off-White and Special Colors 


ULTRATITE 
101 SERIES 


6650 White, 6651 Off-White, 
6652 Limestone, 6653 Stone, 
6655 Aluminum Gray, 
6656 Black, 6657 Bronze 


White, Off-White, Stone, 
Gray, Black, Tan, Brown, 
Limestone, Lt. Gray, 

Duranodic 


Magnolia Plastics, Inc. 
5547 Peachtree Industrial Blvd. 
Chamblee, Georgia 30341 

404/451-2777 


6691 for glass and aluminum 
6693 for concrete 


MAGNOSEAL 


NOVACALK 


Novagard Corporation 
835 New York Avenue 
Trenton, New Jersey 08638 
609/695-6194 


Primer NSP-104 for 
concrete 


200 SERIES 


PARMASTIC 


SYNTHACALK 
GC-5 SERIES 


Parr, Inc. 

18400 Syracuse Ave. 
Cleveland, Ohio 44110 
216/692-1000 


Primer D-965 for glass and 
aluminum 


Primer D-44 for concrete 


D-392 (Gray), D-393 (Black), 
D-942 (Limestone), 
D-947 (Neutral), D-953 (White) 


Pecora Corp. 1741 Tully Circle NE 
165 Wambold Rd. Atlanta, Georgia 30329 
Harleysville, Pa. 19438 414/636-1427 
215/723-6051 


2601 Oakland Ave. 
Garland, Texas 75041 
214/278-8158 


Products Research & Chemical Corp. 
coatings & Sealants Division Spee Pa Norted 
291 mpire Avenue E ; rimer No. or 
Burbank, California 95104 EM AIaGiroee alte glass and aluminum 

213/849-3992 Limestone & Special Colors PRC® Primer No. 4 for 
410 Jersey Avenue concrete 
Gloucester City, N.J. 08030 
609/456-5700 


12 (Black), 20 (Tan), 39 (Limestone), 

48 (Gray), 113 (Precast White), 

226 (Brilliant White), 469 (Aluminum Gray), 
515 (Stone), 516 (White), 314 (Bronze) 


Primer P-53 for concrete 


RUBBER CALK™ 
250 SEALANT 


SONOLASTIC 


981 (White), 982 (Off-White), 
983 (Limestone), 984 (Stone), 
985 (Tan), 986 (Black), 

987 (Aluminum Gray), 

988 (Med. Bronze), 
989 (Special Colors) 


Sonneborn Building Products 
Division of Contech, Inc. 
7711 Computer Ave. 

Edina, Minnesota 55435 
612/835-3434 


Sonolastic Primer 757 for glass 
and aluminum 


Sonolastic Primer 759 for concrete 


825 (Black), 826 (Tan), 828 (Gray), 
831 (Limestone), 835 (Stone), 


Steelcote Manufacturing Co. 


THIOCAULK * . Steelcote RTU #8 for concrete, 
. 3418 Gratiot Street 837 (Lt. Gray) & special colors from 
sacha alah St. Louis, Missouri 63103 same base & accelerator system, Bud dena ade sg IEE #7 for glass 
rade) 314/771-8053 830 (White), 817 (Lt. Bronze), 


818 (Med. Bronze), 819 (Dark Bronze) 


Thorson Polymer Corp. 
179 Goffle Road 

Hawthorne, N.J. 07506 
212/421-0800 


TPC-1000 for masonry surfaces 
TPC-1001 for aluminum and glass 


Aluminum/Gray, Black, Bronze, 


TPC-102 Limestone, Off-White 


Tremco Manufacturing Co. 
10701 Shaker Blvd. 
Cleveland, Ohio 44104 
216/229-3000 


Black, Bronze, 


LASTO-MERIC 
Aluminum/Gray 


CHEM-CALK 200 


HORNFLEX & 
HORNFLEX L 


VERTISEAL 


Tremco #1 for porous surfaces 


11 (Off-White), 12 (Mortar), 22 (Black), 
58 (Limestone), 61 (Medium Bronze), 
64 (Bronze), 70 (Gray), 75 (White), 

85 (Tan), 92 (Stone), 88 (Aluminum/Stone), 
and Special Colors 


Woodmont Products, Inc. 
County Line & New Roads 
Huntingdon Valley, Pa. 19006 
215/357-0755 


Primer N-40 for aluminum 
Primer N-41 for glass 
Primer N-15 for concrete 


Hornflex L: 48 (Med. Gray), 61 (Black) 
Hornflex: 11 (White), 21 (Off-White), 

31 (Limestone), 35 (Tan*), 

41 (Natural Gray), 51 (Aluminum Gray) 
71 (Bronze*) 

*Available special order only 


W. R. Grace & Co. 
Construction Products Division 
6051 W. 65th Street 

Chicago, Illinois 60638 
312/767-4282 


GA Primer for glass and aluminum 
TH Primer for Hornflex on concrete 


For Hornflex L sealants, use L-102 
Primer for concrete 


W. R. Grace & Co. 
Construction Products Division 
6051 W. 65th Street 

Chicago, Illinois 60638 
312/767-4282 


2381 (Black) 
2382 (Gray) 


GA Primer for glass and aluminum 
Vertiseal Primer for concrete 


APPROVED 
PRODUCT 


NOVACALK 


200 SERIES 


PARMASTIC 


HORNFLEX 


VERTISEAL 


APPROVED 
PRODUCT 


WEATHER SEAL 


WS-500 


CHURCHILL 


NOVACALK 
200 SERIES 


APPROVED 
PRODUCT 


NOVACALK 
200 SERIES 


HORNFLEX 


Table Il 
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Two-Part Building Sealants for Horizontal but Non-Traffic Areas 


(Type | [20-35 Shore A] Class A: Self-Leveling) 


COLOR DESIGNATION 


SUPPLIER’S HOME OFFICE 
ADDRESS 


Novagard Corporation 

835 New York Ave. 
Trenton, New Jersey 08638 
609/695-6194 


Limestone, Tan, Brown, 
Lt. Gray, Dk. Gray, Black 


Parr, Inc. 

18400 Syracuse Ave. 
Cleveland, Ohio 44110 
216/692-1000 


D-941 (Gray) 
D-951 (Black) 


W. R. Grace & Co. 
Construction Products Div. 
6051 W. 65th Street 
Chicago, Illinois 60638 
312/767-4282 


48 (Medium Gray) 
61 (Black) 


W. R. Grace & Co. 
Construction Products Div. 
6051 W. 65th Street 
Chicago, Illinois 60638 
312/767-4282 


2381 (Black) 
2382 (Gray) 


Table Ill 


Two-Part Deck Sealants for Vertical and Horizontal Surfaces 


(Type II [35-45 Shore A] 


Class B: Non-Sag) 


SUPPLIER’S HOME OFFICE 
ADDRESS COLOR DESIGNATION 


T1H1 White, T1H2 Black, 
T1H3° Gray, T1H4 Lt. Gray, 
T1H5 Tan, T1H6 Beige, 

T1H7 Ivory, T1H8 Limestone, 
T1H9 Special Color 


Chester Chemical Corp. 

3210 Helms Avenue 

Los Angeles, California 90034 
213/559-3400 


Churchill Chemical Corp. 
3137 E. 26th Street 

Los Angeles, California 90023 
213/269-0461 


Gray, Black, Neutral 


Novagard Corporation 

835 New York Ave. 
Trenton, New Jersey 08638 
609/695-6194 


Gray, Tan, Lt. Gray, 
Brown, Limestone & Black 


Table IV 


Two-Part Deck Sealants for Horizontal Surfaces 


(Type II [35-45 Shore A] 


Class A: Self-Leveling) 


SUPPLIER’S HOME OFFICE 
ADDRESS COLOR DESIGNATION 


Novagard Corporation 

835 New York Ave. 
Trenton, New Jersey 08638 
609/695-6194 


Lt. Gray, Limestone, Gray, 
Brown, Black & Tan 


W. R. Grace & Co. 
Construction Products Div. 
6051 W. 65th Street 
Chicago, I\linois 60638 
312/767-4282 


HORNFLEX TRAFFIC GRADE 
48 (Med. Gray) 
61 (Black) 


PRIMER REQUIREMENTS 


Primer NSP-104 for 
concrete 


Primer D-965 for glass, aluminum 
and concrete 


GA Primer for glass & aluminum 
L-102 for concrete 


GA Primer for glass & aluminum 
Vertiseal Primer for concrete 


PRIMER REQUIREMENTS 


MP-1 for concrete 
AP-1 for aluminum and glass 


#3C-60 on concrete 
#3C-3001 on glass and aluminum 


Primer NSP-104 for 
concrete 


PRIMER REQUIREMENTS 


Primer NSP-104 for 
concrete 


With Hornflex Traffic Grade 
sealants, use Primer L-102 for 
concrete 


Table V 
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One-Part Building Sealants for Vertical Surfaces and Non-Traffic Bearing Horizontal Surfaces 


APPROVED 
PRODUCT 


FLEXISEAL® 


ULTRATITE 
102 SERIES 


MACCOSEAL 


NOVACALK 600 


UNIPARMASTIC- 
600 


SYNTHACALK 
Gc-9 


PRC RUBBER 
CALK® 5000 
SEALANT 


SONOLASTIC 


THIOCALK RTU 


CHEM-CALK 100 


HORNFLEX ONE- 
COMPONENT 


SUPPLIER’S HOME OFFICE 
ADDRESS 


DAP, Inc. 

Box 277 

Dayton, Ohio 45401 
512/253-7151 


Essex Chemical Corp. 


Coast Pro-Seal Division 


19451 Susana Rd. 


Compton, California 90221 


213/636-0851, 0861 


Eastern Facility: 


1 Crossman Rd., South 


Sayreville, N.J. 08872 
201/727-2100 


Macco Adhesives 

Glidden Coatings & Resins 
SCM Corporation 

30400 Lakeland Blvd. 
Wickliffe, Ohio 44092 
216/943-6161 


Novagard Corporation 

835 New York Avenue 
Trenton, New Jersey 08638 
609/695-6194 


Parr, Inc. 

18400 Syracuse Ave. 
Cleveland, Ohio 44110 
216/692-1000 


Pecora Corp. 

165 Wambold Road 
Harleysville, Pa. 19438 
215/723-6051 


1741 Tully Circle NE 
Atlanta, Georgia 30329 
414/636-1427 

2601 Oakland Ave. 
Garland, Texas 75041 
214/278-8158 


Products Research & Chemical Corp. 


Coatings & Sealants Division 
2919 Empire Avenue 
Burbank, California 95104 
213/849-3992 

410 Jersey Avenue 
Gloucester City, N. J. 08030 
609/456-5700 


® Reg. trademark of Products 


Research & Chemical Corporation 


Sonneborn Building Products 
Division of Contech, Inc. 
7711 Computer Ave. 

Edina, Minnesota 55435 
612/835-3434 


Steelcote Manufacturing Co. 
3418 Gratiot Street 

St. Louis, Missouri 63103 
314/771-8053 


Woodmont Products, Inc. 
County Line & New Roads 
Huntingdon Valley, Pa. 19006 
215/357-0755 


W. R. Grace & Co. 


Construction Products Div. 


6051 W. 65th St. 


Chicago, Illinois 60638 
312/767-4282 


COLOR DESIGNATION 


900 (White), 911 (Aluminum Gray), 
920 (Brown), 923 (Bronze), 

951 (Limestone), 961 (Black), 

970 (Special Colors) 


White, Off-White, Gray, Tan, 
Black, Limestone, Bronze, 
Concrete Gray 


15-101 White, 15-102 Gray, 
15-103 Black, 15-104 Limestone, 
15-105 Bronze 


White, Off-White, Limestone, Gray, 
Black, Lt. Gray, Stone, Tan, 
Duranodic 


White, Limestone, Neutral Gray, 
Black, Medium Bronze 


12 (Black), 39 (Limestone), 

113 (Precast White), 515 (Stone), 
226 (Brilliant White), 314 (Bronze), 
516 (White), 469 (Aluminum Gray) 


Aluminum, Gray, Ivory, Limestone, 
Off-White, White & Special Colors 


971 (White), 972 (Off-White), 
973 (Limestone), 974 (Stone), 
975 (Tan), 976 (Black), 


977 (Alum. Gray), 978 (Med. Bronze), 


979 (Special Colors) 


711 (Gray), 713 (White), 
714 (Natural Stone) 


11 (Off-White), 12 (Mortar), 

22 (Black), 58 (Limestone), 

61 (Medium Bronze), 64 (Bronze), 
70 (Gray), 75 (White), 85 (Tan), 
92 (Stone), 88 (Aluminum/Stone) 


11 (White), 21 (Off-White), 

31 (Limestone), 35 (Tan*), 

41 (Natural Gray) 

51 (Aluminum Gray), 71 (Bronze*) 
*Available special order only 


PRIMER REQUIREMENTS 


Flexiseal Primer No. 830 for 
concrete 


Flexiseal Primer No. 840 for 
aluminum and glass 


Ultratite 977 for concrete and 
masonry surfaces 


Ultratite 979 for concrete and 
porous surfaces—subject to heavy 
moisture or intermittent immersion 


MSP-151-21 for glass and 
aluminum 


MSP-152-22 for concrete 


Primer NSP-104 for concrete 


Primer D-965 for glass, aluminum 
and concrete 


Primer P-53 for concrete 


PRC® Primer No. 16 for 
glass and concrete 


Sonolastic Primer 757 for glass 
and aluminum 


Sonolastic Primer 759 for concrete 


Steelcote RTU #8 on concrete and 
Steelcote RTU #7 for glass and 
aluminum 


Primer N-41 for glass 
Primer N-40 for aluminum ° 
Primer N-15 for concrete 


Use GA Primer on glass and 
aluminum 


Use L-102 Primer on concrete 


THIOKOL BUILDING TRADES SPECIFICATION LIMITS 
FOR CURED, TESTED and APPROVED COMPOUNDS 


VALUES* 


TWO-PART 


ONE-PART 
TYPE | TYPE Il 
Hardness 20 Shore A, Min. 20 to 35 Shore A 35 to 45 Shore A 
Hardness, After Heat Aging — 55 Shore A, Max. 65 Shore A, Max. 


Durability Test for Adhesive | Maximum allowable loss 
and Cohesive Bond in adhesion or cohesion 
Strength less than 1 sq. in. (6.5cm?) 


PROPERTIES 


Maximum allowable loss 
in adhesion or cohesion 
less than 2 sq. in. (13cm?) 


Maximum allowable loss 
in adhesion or cohesion 
less than 2 sq. in. (13cm?) 


Dynamic Durability Maximum allowable loss in 
Cycling, For Adhesive and adhesion or cohesion less 
Cohesive Bond Strength than 1.5 sq. in. (9.7 cm?) 
(simulates actual 

environmental conditions 

and subsequent sealant 

movements experienced 

in the field.) 


Maximum allowable loss in 
adhesion or cohesion less 
than 1.5 sq. in. (9.7 cm?) 


Maximum allowable loss in 
adhesion or cohesion less 
than 1.5 sq. in. (9.7 cm?) 


Tensile Adhesive Strength, 10 to 60 psi (.70 to 

After Water Immersion 4.2 Kg/cm2) at 100% 
extension. Must maintain 
bond for 24 hours at 

100% extension. 


10 to 60 psi (.70 to 
4.2 Kg/cm?) at 150% 
extension. Must maintain 
bond for 24 hours at 
150% extension. 


75 psi (5.3 Kg/cm2) max. 
at 100% extension. Must 
maintain bond for 24 hours - 
at 100% extension. 


Peel Adhesion Strength 10 Ibs. per inch, Min. 


(1.79 Kg/cm) 


10 Ibs. per inch, Min. 
(1.79 Kg/cm) 


10 Ibs. per inch, Min. 
(1.79 Kg/cm) 


Weight Loss: 180°F 15% max. weight loss 
(82°C) for 2 weeks with no cracking, 
chalking or bubbles. 


Staining None allowable. None allowable. None allowable. 


*Tested and Approved Sealants must conform to the above values as specified in Thiokol’s Building Trade Performance Specifications. 


15% max. weight loss. 15% max. weight loss. 


How to Specify Thiokol’s “‘Tested and Approved”’ Polysulfide Base Sealants 


Polysulfide base joint sealants which meet the require- Polysulfide base sealant shall conform to Thio- 
ments of Thiokol’s Building Trade Performance Specifi- kol’s Building Trade Performance Specification 
cation, thus qualifying as Approved Sealant Products, for one of the following: 
may be specified as follows: 

“Sealant shall be based on liquid polysulfide a. Type | Class A sealants 


polymer manufactured by Thiokol Corporation, 


and bearing Thiokol Corporation’s ‘Tested and b. Type | Class B sealants 


Approved’ seal. Sealant shall be delivered to the c. Type II Class A sealants 
job site in sealed containers, each bearing a 
‘Tested and Approved’ seal in addition to manu- d. Type II Class B sealants 
facturer’s name and product designation.”’ 
e. One-part polysulfide base sealant oO 
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